
TECHNICAL SPECIFICATIONS (Rev. 01/2024)

STIFFNESS DIN (7,5º)
(values obtained by Taber conversion

calculation)

STIFFNESS TABER  (15º)
(guaranted values based on measurements)

BULKCALIPERSUBSTANCE

DIN 53121ISO 2493ISO 534ISO 534ISO 536

N.mm (ST)N.mm (SL)mN.m (ST)mN.m (SL)cm³/gmmgr/m²

3,97,92,14,21,230,270220

5,712,43,06,61,260,315250

7,316,43,98,71,310,360275

9,421,35,011,31,300,390300

11,826,96,314,31,290,420325

14,733,57,817,81,300,455350

18,341,69,722,11,310,490375

22,151,211,627,21,310,525400

30,471,915,838,21,320,595450

40,896,921,351,51,330,665500

712 - Escudo Gris
FULLY COATED WHITE LINED CHIPBOARD WITH GREY BACK- GD

BRIGHTNESS ISO 2470

85% +/- 2Top Coated

TOLERANCES  – SAMPLING ISO 186

+/- 3% about the order averageSubstance

+/-5% on individual samples(95% of values)Caliper

+/-5% on individual samples(95% of values)Bulk

-15%  on individual samples (95% of values)Stiffness

Temp:  23ºC +/-1ºC  R.H.: 50% +/-2%Test Conditions
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