
TECHNICAL SPECIFICATIONS  (Rev. 01/2024) 

STIFFNESS DIN (7,5º)
(values obtained by Taber conversion

calculation)

STIFFNESS TABER  (15º)
(guaranted values based on measurements)

BULKCALIPERSUBSTANCE

DIN 53121ISO 2493ISO 534ISO 534ISO 536

N.mm (ST)N.mm (SL) mN.m (ST)mN.m (SL)cm³/gmmgr/m²

3,97,32,13,91,180,260220

5,711,83,06,31,200,300250

7,115,23,88,11,240,340275

9,219,74,910,51,230,370300

11,425,26,113,41,220,395325

13,932,07,417,01,240,435350

18,840,69,921,61,270,475375

27,665,214,528,21,310,515400

32,377,516,841,21,330,600450

38,5103,820,155,21,340,670500

717 - Escudo Blanco
FULLY COATED WHITE LINED CHIPBOARD WITH WHITE BACK - GT

BRIGHTNESS ISO 2470

85% +/- 2Top Coated

81% +/- 2Back

TOLERANCES  – SAMPLING ISO 186

+/- 3% about the order averageSubstance

+/-5% on individual samples(95% of values)Caliper

+/-5% on individual samples(95% of values)Bulk

-15% on individual samples(95% of values)Stiffness

Temp:  23ºC +/-1ºC  R.H: 50% +/-2%Test conditions
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