
TECHNICAL SPECIFICATIONS(Rev. 01/2024)

STIFFNESS DIN (7,5º)
(values obtained by Taber conversion 

calculation)

STIFFNESS TABER  (15º)
(guaranted values based on measurements)

BULKCALIPERSUBSTANCE

DIN 53121ISO 2493ISO 534ISO 534ISO 536

N.mm (ST)N.mm (SL)mN.m (ST)mN.m (SL)cm³/gmmgr/m²

4,710,92,55,81,390,320(230)

4,911,72,66,21,390,335(240)

5,112,22,76,51,380,345(250)

10,624,45,613,51,450,435(300)

18,643,29,923,01,460,510(350)

26,562,014,133,01,430,570(400)

34,379,919,742,51,420,640(450)

U14 - Reverso Gris
UNCOATED CARDBOARD WITH WHITE FACE AND GREY BACK

BRIGHTNESS ISO 2470

79% +/- 2TOP COATED

TOLERANCES - SAMPLING – MUESTREO ISO 186

+/- 3% about the order averageSUBSTANCE

+/-5% on individual samples(95% of values)CALIPER

+/-5% on individual samples(95% of values)BULK

-15% on individual samples(95% of values)STIFFNESS

Temp:  23ºC +/-1ºC  H.R.: 50% +/-2%TEST CONDITIONS

Sede Central: / Head Office:

SARRIO PAPELERA DE ALMAZAN S.L.u.
Carretera de Rubí a Sant Cugat nº40-50 2º2ª
EDIFICIO FORUM – 08174 Sant Cugat del Vallés (Barcelona)
Telf. +34 93.880.56.40      
www.sarrio.es

Sarrió Papelera de Almazán, S.L.U, can’t guarantee printability on this quality, as a semicoated cardboard client must approve this product for its own final intended aplication.

This M14 quality , has same composition than 716 Numancia Blanco quality, just without last coating step. 

(ISEGA 716 quality’s certificate of compliance is also applied on this M14 product)

Substance in parentheses implies that it’s not a standard production but special.  Minimum Tons are requiered. (please ask your seller)


